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ubstantial experience combined with
high-quality standards in the design and
production of its machines makes

Macotec one of today’s dynamic companies in
the field of glass processing machines. Italian-
based, and made up exclusively of techni-
cians, the company continues to produce
machines using its usual high quality and
technology, starting from the most simple
request up to the most complex state-of-the-art
machines. Macotec’s latest developments con-
tinue on this same line of thought: advanced
technology and quality components, com-
bined with machined design value, and ease of
use and maintenance. 

STRATO EASY 3/2.4
Part of the Strato Easy 3/2.4 laminated cut-

ting line, also equipped for monolithic glass,

The world of glass is a fast moving
one and Macotec is keeping up with

the pace, continuously introducing
new machines and cutting tables,
and improving its already existing
lines. The company’s experienced

technicians declare to guarantee the
high-quality performance of its

machines and their components.

Maurizio Colli*
MACOTEC SRL

Macotec’s Master Jet 3
glass cutting machine
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with thicknesses from 3 to 12 millimetres,
Modul Strato 3 is just one of Macotec’s new
machines. It is a semi-automatic module with
characteristics such as pedal-operated air cush-
ions for glass sheet movement, a manually
commanded system for the separation of PVB
layers, a finishing line system for inclined
cutting, separation by means of quartz thermal
radiance, NC mono-axis with PLC and display,
as well as digital brushless motors.

The cutting and breakout cycles of Modul Stra-
to 3 are completely automatic, and the resistance
and separation can be carried out manually
without any movement of the glass sheet.

2.4 MANUAL TABLE 
WITH MEASURING STOPS

The 2.4 tilting table, equipped with manually
commanded measuring stops, has an air cush-
ion for glass sheet movements and must be
used with Modul Strato 3. The hydraulic tilting
table facilitates the loading of the glass sheets,
and the upper bridge for measuring stops is
complete with manual controls, dimension
scanner display and encoder. The measuring stops
range from a minimum of 200 up to a maximum
of 2,400 millimetres.

Installed power is 2 kW, 380 V, 50 Hz, and the
table has a weight of 1,700 kilos, with dimensions
of 3,700 x 2,300 x 950 (h) millimetres.

Optional equipment for this table includes a
high-power (HP) quartz lamp for cold openings
and a laser tracer which can be used as a point-
er for the correct positioning of the glass sheets
during transverse and oblique cutting.

MASTER JET 3 
The other new entry to Macotec’s line is

Master Jet 3, an automatic machine for glass cut-
ting using a water jet. This mono-head machine,
for shaped cuts of glass of thicknesses from 2
to 100 millimetres, has a welded steel fabrica-
tion, with a stainless steel tank, and a dredge
equipped with special technology for the elim-
ination of sand. Other features are the screened
work surface for the support of the sheets to be
cut, an industrial PC for the elaboration and trans-
mission of data, three-axis numerical control for
the serial transmission of cutting plans from the
computer, and digital brushless motors for the
movement of axes X, Y and Z.

The transmission and movement of the
bridge, carriage and cutting head are carried out
on tempered guides and high-precision racks,
while the machine is also equipped with anti-
intrusion security photocells. Master Jet 3 has
a 50 HP intensifier, including systems of water-
jet cutting heads including orifices and colli-
mators, high-precision valves, junctions and
tubes, as well as pressurized abrasive transport
by means of a continuous loading hopper.

As with Macotec’s other machines, Master Jet
3 also has a series of optional equipment, such
as an Optima optimizing program for cutting and
warehouse management, job orders and para-
metrical figures for the rapid handling of shapes,
a dynamic and static trimming kit, orifice for pri-
mary maintenance, and a cutting table equipped
with a shape marker.■

*Sales Manager
MACOTEC - ITALY

Modul Strato 3
CUTTING SIZE 3,300 mm

MAX CUTTING SPEED 70 m/min

GLASS THICKNESS 3 + 3 - 8 + 8 mm

PVB THICKNESS 0.38 - 1.52 mm

CUTTING LINEARITY ± 0.5 mm

INSTALLED POWER 8 kW, 380 V, 50 HZ

WEIGHT 2,100 Kg

OVERALL DIMENSIONS 4,450 x 2,150 x 1,300 (h) mm
Measurement of X-cut carried out by means of metric strap

Master Jet 3

CUTTING SIZE 3,300 x 1,800 mm

MAX CUTTING SPEED 15 m/min

MAX RAPID SPEED 40 m/min

GLASS THICKNESS 2 - 100 mm

CUTTING ACCURACY ± 0.3 mm

INSTALLED POWER 40 kW, 380 V, 50 Hz

WEIGHT 2,000 Kg

OVERALL DIMENSIONS 5,340 x 2,460 mm

Without the intensifier, industrial PC and hopper
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